AMENDMENT NO. 1 JULY 2021 
TO 


IS 13859 : 1993/ISO 7513 : 1990 INSTANT TEA IN SOLID 
FORM — DETERMINATION OF MOISTURE CONTENT 
( LOSS IN MASS AT 103 DEGREE CELSIUS ) 


(Adoption of ISO 7513 : 1990/Amd.1 : 2012 ) 


(Page ii, Introduction ) — Delete the existing text and insert the following: 


The ratio of the loss in mass of instant tea in solid form after heating in air at a 
temperature near 100 °C to the mass before heating is conventionally designated 
the “moisture content”, the contribution to the loss in mass made by small amounts 
of other volatile constituents being regarded as negligible for practical purposes. 


(Page 1, clause 3) — Delete Note 2. Delete “NOTES”, insert “NOTE”. 
Delete “1” in the remaining note, and run the text on. 


(Page 1, clause 5) — Delete “3” in the note. 


(Page 2, clause 7.3) — In the first sentence, delete “for 2 h’”, insert “to 
constant mass (typically for 4 h)” to read: 


Heat the weighing bottle or dish and contents, with the lid removed and placed 
alongside, in the oven (4.1) at (103 + 2) °C to constant mass (typically for 4 h). 


(FAD 06) 


Publication Unit, BIS, New Delhi, India 


